PICMG Backplane

[ PICMG 1.3 Selection Guide

Model PCIEX16 PCIEX8 PCIEx4 | PCIEx1 | PCI-X | PCI 892?\?GOéR 89?4?/8602:6\R 89?38/8602-AR 89]?20\/BGC;AR

PBPE-19AG64 | 1 (x8signal) | 1 (x4 signal) 16 ®
PBPE-14AD64 1 1 8 3 *
Server PBPE-06V464 1 4 »
Grade PBPE-08P41 2 (x8signal) 1 (x4 signal) 4 ®
PBPE-06A364 | 2 (x8 signal) 2 1 *
PBPE-06P2 2 (x8 signal) = 1 (x4 signal) 2 *®

PBPE-13A8 1 3 8 » » » *

PBPE-12A9 1 1 (x4 signal) 9 » ] » »

PBPE-12AA64 1 8 2 * * » ®

PBPE-06V3 1 1 (x4 signal) 3 » ] » »

Nog—gz;ver PBPE-06V 1 4 * ) * )

PBPE-07P4 1 1 4 * * * »*

PBPE-05A364 1 2 1 » » » *

PBPE-06P4 1 (x4 signal) 4 » ] » »

PBPE-06P3 1 1 3 ] * ] ®

. PICMG 1.3 BACKPLANE

Server Grade Backplane

PBPE-19AG64

19-slot [PCI-E x16 (1, x8 signal),
PCI-E x8 (1, x4 signal), PCI-X (16)]

- Fit for 4U up chassis

- Four PCI-X buses support 16 PCI-X
expansion slots
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y PBPE-08P41

8-slot [PCI-E x8 (1, x4 signal), PCI-E x16
(2, x8 signal), PCI (4)]

- Fit for Node chassis
- Four USB ports
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PBPE-06A364

6-slot [PCI-E x16 (2, x8 signal), PCI-X (2),
PCI ()]

- Fit for Node chassis

- Four USB ports

- Dual SATA ports

- Two PCI-X buses support two PCI-X
expansion slot
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PBPE-14AD64
. 14-slot [PCI-E x4 (1), PCI-E x8 (1), PCI-X (8),
PCI (3)]
. - Fit for 4U chassis

- Four PCI-X buses support eight PCI-X
expansion slots

PBPE-06V464
Vertical 6-slot [PCI-E x4 (1), PCI-X (4)]

_ - Fit for 2U chassis
- Dual PCI-X buses support four PCI-X slots

PBPE-06P2
6-slot [PCI-E x8 (1, x4 signal), PCI-E x16
(2, x8 signal), PCI (2)]

Al - Fit for Node chassis
3 - Four USB ports
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- PICMG Backplane

Non-Server Grade Backplane

PBPE-13A8

13-slot [PCI-E x1 (3), PCI-E x16
(1), PCI(8)]

- Fit for 4U chassis

- Four USB ports

- Dual SATA ports

- 24-pin ESP12V power connector

PBPE-12A9

12-slot [PCI-E x16 (1), PCI-E x8 (1,
x4 signal), PCI (9)]

- Fit for 4U chassis

- Four USB ports
- Dual SATA ports
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PBPE-12AA64

12-slot [PCI-X (8), PCI-E x16
(1), PCI(2)]

- Fit for 4U chassis

- Four USB ports

- Dual SATA ports

- Two PCI-X buses support eight
PCI-X expansion slot

PBPE-07P4
7-slot [PCI-E x4 (1), PCI-E x16 (1), PCI (4)]

- Fit for Node chassis
- Four USB ports
- Dual SATA ports
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PBPE-06V PBPE-06V3
Vertical 6-slot [PCI-E x1 (4), \{ertical 6-slot [PCI-E x8 (1, x4
PCI-E x16 (1)] signal),
33194 ) . 331.04 PCI-E x16 (1), PCI (3)]
A Left View W Right View - Fit for 2U chassis

A Left View WV Right View
- Four USB ports

| _Dual SATA ports
- 24-pin ESP 12V power connector

- Fit for 2U chassis
- Four USB ports
- Dual SATA ports
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PBPE-06P3

6-slot [PCI-E x16 (1), PCI-E x4
(1), PCI )]

- Fit for Node chassis
- Four USB ports
- Dual SATA ports

PBPE-06P4

6-slot [PCI-E x8 (1, x4 signal),
PCI (4)]
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- Fit for Node chassis
- Four USB ports
- Dual SATA ports
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PBPE-05A364

5-slot [PCI-E x16 (1), PCI-X (2),
PCI (1)]

- Fit for Node chassis
- Four USB ports
- Dual SATA ports

- Two PCI-X buses support two
PCI-X expansion slot
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