Single board computer

Industrial Motherboard

IMB A_ 8 6 5 ATX Motherboard with Intel® LGA 775, Pentium® D/4, Celeron® D
processor, FSB 533/800MHz, AGP 8X, GbE, SATA and Audio

4 x DDR 400MHz ATX 2xIDE 4xUSB20 COM2~6
FDD

Infrared Interface

CF Type Il
2 x SATA
ICH5
PS/2 for
Intel 865G KB/MS LPT GbE
6 x PCI
COM 1 VGA 4xUSB2.0 Audio
Intel® LGA 775, Pentium® AGP 8X 6" % Dual DDR
D/4, Celeron® D processor M// 400 FSB 800
Lthernet
I Specifications
Features
*CPU ) .
Intel® LGA 775, Pentium® D/4, Celeron® D processor, 533/800MHz FSB 1. Intel® Pentium® D/4, Celeron® D processor in the LGA 775
# System Chipsets package
Intel® 865G + ICH5 2. Integrated Intel® Extreme 2 Graphics
-
DO s 3. Dual-channel DDR 333/400MHz SDRAM socket support up to
# System Memory 4GB
4 x 184-pin dual-channel DDR 333/400 MHz up to 4GB 4.2 x SATA, 8 x USB 2.0 and audio ATX support
# Ethernet
Intel® 82541P| GbE chipset (IMBA-8650GN) with ASF2.0 support
Realtek 8110SC GbE chipset (IMBA-8650GR) . .
# 1/0 Interfance I PaCKlng Llst
8 x USB 2.0
2 x SATA 1 x IMBA-8654 Single Board Computer
1xLPT
1% FDD 1 x IDE Cable (P/N: 32200-000052-RS)
1x CF Type ll 2 x RS-232 Cable (P/N: 32200-004101-RS)
5 x RS-232
1 x RS-232/422/485 1 x RS-232 Cable (P/N: 32200-029400-RS)
2 x PSJ/2 for KBIMS 1 x RS-422/485 Cable (P/N: 19800-000063-RS)
2 x IDE
* Expansions 2 x SATA Cable (P/N: 32000-0628000-RS)
1 x AGP 8X slot, 6 x PC shot 1 x SATA Power Cable (P/N: 32100-088600-RS)
# Infrared Interface
1 x Infrared Interface by pin header (SIR Mode) 1 x1/0 Shielding (P/N: 45002-0804C0-00-RS)
# Super I/0: 1 x Mini Jumper Pack
ITE IT8712F
# Digital /0 1 x Utility CD
8-bit digital I/0, 4-bit input/ 4-bit output 1 x QIG (Quick Installation Guide)
4 Audio:
Realtek ALC655 with AC'97 codec
# Display Interface . A
VGA integrated in Intel® 865G I Orderi ng Information
4 Watchdog Timer o
Software programable 1-255 sec. by system reset Part No. Description
4 Power Supply
ATX Power ATX Motherboard with Intel® LGA 775, Pentium® D, Pentium®
# Power Consumption IMBA-8654GR-R10 4, Celeron® D Procgssor FSB 533/800MHz, AGP 8X, Realtek
12V@8.75A, 5V@5.9A, 3.3V@0.7A, -12V@0.2A, 5VSB@0.7A  (Pentium® D 3.6GHz/800 GbE, SATA and Audio
MHz CPU with 1GB DDR 400MHz)
¢ Temperature R ATX Motherboard with Intel® LGA 775, Pentium® D, Pentium®
. gpeﬁz‘,gg' 0°C ~60°C (32~ 140° F) IMBA-8654GN-R10 4, Celeron® D processor FSB 533/800MHz, AGP 8X, Intel®
umiari

) . GbE, SATA and Audio
Operating: 5% ~ 95% non-condensing

4 Dimensions: 305 (L) mm x 244 (W) mm

 Weight: GW: 1200 g: NW: 600 g 32200-000017-RS FDD Cable
CB-USB02-RS USB Cable
CF-520-RS CPU Cooler
CF-775A-RS CPU Cooler

Obsolete Industrial Computer Products | +33(0)1 83 43 97 21 sales@oicp.fr www.oicp.fr



